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Gamme : Verrouillage / Range: Locking Devices

MANUEL D'INSTALLATION
INSTALLATION MANUAL
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1] PRESENTATION PRODUIT

5] MONTAGE

m Signalisation lumineuse.
m Bouton d’appel. t)

= Dimensions (L x | x P) :
- SIE = 135 x40 x 28 mm, TP
- SIS = 125 x40 x 25 mm,
= Encastrement SIE (L x | x P) :
125 x 30 x 25
= Alimentation :
= Consommation :

-40°C & +70°C
P54
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2] RAPPELS ET RECOMMANDATIONS

12 Vv DC.
50 mA.

Certification :

Ce produit est certifié conforme

aux directives européennes :

- 2004/108/CE relative a la compatibilité
électromagnetique.

- 2006/95/CE relative a la sécurité de basse tension.

La distance de cablage maximum est de 50 metres.
A la seule condition que les consignes d’installation
du fabricant soient respectées.

3] ELEMENTS FOURNIS

/

Clé male coudée

LY

Vis DIAX® inox

(Outil ODIAX) (5X8)
1 1
SIE 1 -

4] RACCORDEMENT

SIS : montage en applique

)

B ;i raide du SIS, prenez les marques et percez
les 2 trous de fixation ainsi que |'ouverture pour
le passage des cables électriques destiné au sémaphore.
Fixez le fond du SIS sur le support de votre choix,
passez le cable électrique du SIS dans son ouverture.

a Bloguez le SIS sur son support par l'intermédiaire
de la vis DIAX® a téte fraisée et de son outil spécifique
(clé méle coudée).

SIE : montage encastré

J

B rrévoir I'emplacement du boitier d’encastrement,
le passage des cébles et des vis de fixation du boitier SIE.
Encastrez le boitier du SIE dans son emplacement
et passez les cébles.

a Bloquez la facade du SIE sur son support par
l'intermédiaire des vis DIAX® a téte fraisée et de son
outil spécifique (clé méle coudée).

Bornier 5 points :

Sémaphore

Tension

Bornier Correspondance

cdvi.com
2 cdvigroup.com

alimentation

1 Masse 0V alimentation
2 Voyant rouge +12V (actif)

8] Voyant vert +12V (actif)

4 Bouton poussoir 0V (actif)

5 Buzzer +12V (actif)




-LLATION MANUAL

SIE - SIS
Traffic light indicator

1] PRODUCT PRESENTATION

5] MOUNTING INSTRUCTIONS

m Visual feedback.
m Call button.

» Dimensions (L x W x D):
- SIE = 135 x40 x 28 mm,
- SIS = 125 x40 x 25 mm,
» SIE flush mount (L x W x D):
125 x 30 x 25
= Input voltage: 12V DC.
= Consumption: 50mA.
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2] REMINDERS
AND RECOMMENDATIONS

Certification :

This product complies with the European Directives:
- 2004/108/CE EMC.

- 2006/95/CE Low voltage security.

Maximum wiring distance is 50 meters.

This last directive apply at the only condition that
the unit was installed according to the mounting
instructions on the manual.

3] PACKAGE CONTENTS

/

DIAX® screw spanner

B

DIAX® screw

(ODIAX tool) (5X8)
1 1
SIE 1 -

4] WIRING DIAGRAM

SIS: surface mount

)

Bl piace the back plate of the SIS unit and take the mark
of the 2 mounting holes. Then drill the 2 mounting holes
and the wiring access area.

B vount the SIS and pass the electric cables from
the wiring access area.

a Finally Mount the SIS with the DIAX® screw.

SIE: flush mount
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Bl 7ake the flush casing to measure and mark the mounting
holes. Then drill the 2 mounting holes and the wiring
access area.

Mount the back casing of the SIE and pass the
electric cables from the wiring access area.

a Finally Mount the SIE with the DIAX® screw.

5 points terminal block:

Buzzer

Traffic light indicator
Terminal

Exit push button

Green Light

Red Light

Ground

Description Input voltage

Block

. 1 Ground ov
- 2 Red Light +12V (ON)
8 Green Light +12V (ON)
4 Exit push button 0V (ON)
5 Buzzer +12V (ON)
cdvi.com

cdvigroup.com 3



Reference : EXE-CDVI_IM SIS-SIE CMYK A5 FR-EN 03
Extranet : GO301FR0350V03
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